
Clear Glass 83 8 9 90 8 8 1.03 1.00 29 0.84 0.86 14 1.05 0 0 0

Safety-and-Security
Safety-and-Security products are durable films available in a variety of clear, neutral, and reflective offerings with a range of solar control options. Clear 
films can be applied over tinted glass to improve aesthetics, solar performance and glare. These thicker films meet stringent standards for burglary 
resistance, blast mitigation, windborne debris, and basic safety glazing.

SCL SR PS2 (Clear) 83 8 9 89 9 9 1.07 0.99 94 0.90 0.86 14 1.03 0 -3 1

SCL SR PS4 (Clear) 82 8 10 90 9 9 1.07 0.98 99 0.90 0.85 15 1.06 1 -3 0

SCL SR PS7 (Clear) 82 8 10 89 9 9 1.07 0.97 99 0.90 0.85 15 1.05 1 -3 1

SCL SR PS8 (Clear) 81 9 10 89 10 10 1.07 0.97 99 0.90 0.84 16 1.06 2 -3 1

SCL SR PS13 (Clear) 80 9 11 88 10 10 1.06 0.96 99 0.90 0.83 17 1.06 3 -2 2

R20 SR PS4 (Silver) 11 55 34 15 60 64 1.02 0.24 >99 0.80 0.21 79 0.71 76 2 83

R20 SR PS8 (Silver) 11 59 30 15 64 64 1.06 0.24 >99 0.87 0.20 80 0.75 77 -2 83

N1020 SR PS4 (Neutral) 23 22 55 24 26 27 1.06 0.47 >99 0.88 0.41 59 0.59 52 -2 73

N1020 SR PS8 (Neutral) 23 22 55 24 26 27 1.06 0.47 >99 0.88 0.41 59 0.59 52 -2 73

N1040 SR PS4 (Neutral) 38 14 48 39 16 17 1.06 0.61 >99 0.90 0.53 47 0.74 38 -2 57

N1040 SR PS8 (Neutral) 38 14 48 39 16 17 1.06 0.61 >99 0.90 0.53 47 0.74 38 -2 57

N1050 SR PS4 (Neutral) 48 10 42 49 11 14 1.07 0.70 >99 0.90 0.61 39 0.80 29 -3 46

N1050 SR PS8 (Neutral) 48 10 42 49 11 14 1.07 0.70 >99 0.90 0.61 39 0.80 29 -3 46

NUV65 SR PS4 (Neutral) 64 9 27 69 10 9 1.07 0.83 >99 0.90 0.72 28 0.96 16 -3 23

Anti-Graffiti Anti-Graffiti Series films are optically clear, enhanced with ultraviolet inhibiting agents that shield up to 99% of UV rays, and are made to help resist  
common graffiti, chemicals, paints, and tools, and are made with special adhesives for ease of removal and replacement.

GCL SR RPS4 (Clear) 82 9 9 89 9 10 1.07 0.97 97 0.90 0.85 15 1.05 1 -3 1

GCL SR RPS6 (Clear) 81 9 10 89 10 10 1.07 0.97 99 0.90 0.84 16 1.06 2 -3 1

%
 T

ot
al

 S
ol

ar
 

Tr
an

sm
itt

an
ce

%
 T

ot
al

 S
ol

ar
 

Re
fle

ct
an

ce

%
 T

ot
al

 S
ol

ar
 

Ab
so

rp
ta

nc
e

%
 V

is
ib

le
 L

ig
ht

 
Tr

an
sm

itt
an

ce

%
 V

is
ib

le
 R

efl
ec

ta
nc

e 
(e

xt
er

io
r)

%
 V

is
ib

le
 R

efl
ec

ta
nc

e 
 

(in
te

rio
r)

W
in

te
r 

U-
va

lu
e

Sh
ad

in
g 

Co
ef

fic
ie

nt

%
 U

ltr
av

io
le

t R
ay

Pr
ot

ec
tio

n 
(w

av
el

en
gt

hs
 

30
0-

38
0n

m
)

Em
is

si
vit

y

So
la

r H
ea

t 
Ga

in
 C

oe
ffi

ci
en

t  

%
 T

ot
al

 S
ol

ar
 

En
er

gy
 R

ej
ec

te
d 

Li
gh

t-
to

-S
ol

ar
 H

ea
t G

ai
n 

Ra
tio

 (L
SG

)

%
 S

um
m

er
 S

ol
ar

 H
ea

t 
Ga

in
 R

ed
uc

tio
n

%
 W

in
te

r H
ea

t 
Lo

ss
 R

ed
uc

tio
n

%
 G

la
re

 
Re

du
ct

io
n

WINDOW FILM PERFORMANCE DATA | Architectural: North America

Data captured using National Fenestration Rating Council’s (NFRC) guidelines and calculated for single pane, nominal 1/4 inch (6mm) clear glass. Reported values are taken from representative product samples and are subject to normal manufacturing variances. 
Actual performance will vary based on a number of factors, including glass type and properties. ©2018 Eastman Performance Films, LLC. Product brands referenced herein with a ™ or ® symbol are trademarks of Eastman Chemical Company or its subsidiaries. 
All other trademarks are the property of their respective owners. All rights reserved. No liability is accepted for errors. (04/18) L2287
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Protective Window Film


